
The Right Source.
The Right Solutions.

Pantone 534 Blue
Pantone 123 Yellow

Pantone 485 Red
Pantone 123 Yellow

Pantone 534 Blue

Black Rich Black - 
20/20/20/100

Blue -  100/80/30/5
Yellow - 0/27/100/0

Red - 10/100/100/5
Yellow - 0/27/100/0

Blue -  100/80/30/5

Only if you REALLY need them:
Pantone 534 Blue -  100/80/30/5
Pantone 485 Red - 10/100/100/5
Pantone 123 Yellow - 0/27/100/

INSTRUMENTS

INSTRUMENTS

Contact us at 1-877-849-2127 
or info@reedinstruments.com

www.reedinstruments.com

TECHNICAL DATATECHNICAL 
DATA

HEAT STRESS METER/
DATA LOGGER

•	 Wet	Bulb	Globe	Temperature	(WBGT)	considers	the	
effects	of	temperature,	humidity	and	direct	or	radiant	
sunlight

•	 In/Out	function	displays	the	WBGT	value	with	or	with-
out	direct	sun	exposure

•	 Black	Globe	Temperature	(TG)	monitors	the	effects	of	
direct	solar	radiation	on	an	exposed	surface

•		Also	measures	humidity,	wet	bulb,	dew	point	and	air	
temperatures

•	 User	adjustable	WBGT	threshold	with	audible	alarm	if	
threshold	is	exceeded

•		Data	hold	and	Max/Min	record
•	 Real	time	SD	memory	card	datalogger	with	built-in	
clock	and	calendar

•	 No	extra	software	needed,	just	plug	the	SD	card	into	
the	computer	and	it	downloads	directly	to	EXCEL

•	 RS-232	and	USB	computer	interface
•	 LCD	with	backlight	displays	temperature	in	°C	or	°F
•	 Includes	brass	black	globe	with	sensor	and	soft	carry-
ing	case

Humidity Range:	5	to	95%	RH
Accuracy:	≥70%	RH:	±(3%	rdg	+	1%	RH);	<70%	RH:	±3%	RH
Air Temp. Range: 0	to	50°C	(32	to	122°F)
Accuracy: ±0.8°C	(±1.5°F)	
Dew Point Temp. Range:	-25.3	to	48.9°C	(-13.5	to	120.1°F)
Wet Bulb Temp. Range:	-21.6	to	50.0°C	(-6.9	to	122.2°F)
Black Globe Temp. Range: 0	to	80°C	(32	to	176°F)
Accuracy: ±0.6°C	(±1.1°F)
WBGT Temp. Range:	Indoor: 0	to	59°C	(32	to	138°F);	
Outdoor:	0	to	56°C	(32	to	132°F)

Accuracy: Indoor:	±1°C	(±1.8°F);	Outdoor:	±1.5°C	(±2.7°F)
Auto Sampling Time:	1,	2,	5,	10,	30,	60,	120,	300,	600,	
1800,	3600	seconds

Memory Card:	SD	memory	card,	1	GB	to	16	GB
Power Supply:	6	x	AA	1.5V	UM3	batteries	
Dimensions:	Unit:	177	x	68	x	45mm;	Black	Ball:	75mm	dia.
Weight:	515g

SD-2010 .............Heat Stress Meter/Data Logger
SD-2GB .............................2GB SD Memory Card
SW-U801-WIN ............Data Acquisition Software
USB-01 ................................................. USB Cable
BS-6 ..............................................................Tripod
AP-9VA-110V ....................................... AC adapter
CERTITH2 .................NIST Calibration Certificate 
SD-2010-NIST ............ Heat Stress Meter & NIST

FEATURES

ORDERING INFORMATION

SPECIFICATIONS

CERTIFICATION

CERTIFICAT
D’ÉTALONNAGE

Available!

Disponible!

Available at: www.LicensedElectrician.com

http://www.licensedelectrician.com/Store/RD/SD-2010.htm



